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§ 60.57a [Reserved] 

§ 60.58a Compliance and performance 
testing. 

(a) The standards under this subpart 
apply at all times, except during peri-
ods of start-up, shutdown, or malfunc-
tion; provided, however, that the dura-
tion of start-up, shutdown, or malfunc-
tion shall not exceed 3 hours per occur-
rence. 

(1) The start-up period commences 
when the affected facility begins the 
continuous burning of MSW and does 
not include any warm-up period when 
the affected facility is combusting only 
a fossil fuel or other non-MSW fuel and 
no MSW is being combusted. 

(2) Continuous burning is the contin-
uous, semicontinuous, or batch feeding 
of MSW for purposes of waste disposal, 
energy production, or providing heat to 
the combustion system in preparation 
for waste disposal or energy produc-
tion. The use of MSW solely to provide 
thermal protection of grate or hearth 
during the start-up period shall not be 
considered to be continuous burning. 

(b) The following procedures and test 
methods shall be used to determine 
compliance with the emission limits 
for particulate matter under § 60.52a: 

(1) Method 1 shall be used to select 
sampling site and number of traverse 
points. 

(2) Method 3 shall be used for gas 
analysis. 

(3) Method 5 shall be used for deter-
mining compliance with the particu-
late matter emission limit. The min-
imum sample volume shall be 1.7 cubic 
meters (60 cubic feet). The probe and 
filter holder heating systems in the 
sample train shall be set to provide a 
gas temperature of 160°±14 °Centigrade 
(320°±25 °Fahrenheit). An oxygen or car-
bon dioxide measurement shall be ob-
tained simultaneously with each Meth-
od 5 run. 

(4) For each Method 5 run, the emis-
sion rate shall be determined using: 

(i) Oxygen or carbon dioxide meas-
urements, 

(ii) Dry basis F factor, and 
(iii) Dry basis emission rate calcula-

tion procedures in Method 19. 
(5) An owner or operator may request 

that compliance be determined using 
carbon dioxide measurements cor-

rected to an equivalent of 7 percent ox-
ygen. The relationship between oxygen 
and carbon dioxide levels for the af-
fected facility shall be established dur-
ing the initial compliance test. 

(6) The owner or operator of an af-
fected facility shall conduct an initial 
compliance test for particulate matter 
and opacity as required under § 60.8. 

(7) Method 9 shall be used for deter-
mining compliance with the opacity 
limit. 

(8) The owner or operator of an af-
fected facility shall install, calibrate, 
maintain, and operate a continuous 
opacity monitoring system (COMS) and 
record the output of the system on a 6- 
minute average basis. 

(9) Following the date the initial 
compliance test for particulate matter 
is completed or is required to be com-
pleted under § 60.8 for an affected facil-
ity located within a large MWC plant, 
the owner or operator shall conduct a 
performance test for particulate mat-
ter on an annual basis (no more than 12 
calendar months following the previous 
compliance test). 

(10) [Reserved] 
(c) [Reserved] 
(d) The following procedures and test 

methods shall be used to determine 
compliance with the limits for dioxin/ 
furan emissions under § 60.53a: 

(1) Method 23 shall be used for deter-
mining compliance with the dioxin/ 
furan emission limits. The minimum 
sample time shall be 4 hours per test 
run. 

(2) The owner or operator of an af-
fected facility shall conduct an initial 
compliance test for dioxin/furan emis-
sions as required under § 60.8. 

(3) Following the date of the initial 
compliance test or the date on which 
the initial compliance test is required 
to be completed under § 60.8, the owner 
or operator of an affected facility lo-
cated within a large MWC plant shall 
conduct a performance test for dioxin/ 
furan emissions on an annual basis (no 
more than 12 calendar months fol-
lowing the previous compliance test). 

(4) [Reserved] 
(5) An owner or operator may request 

that compliance with the dioxin/furan 
emissions limit be determined using 

VerDate Aug<04>2004 11:37 Aug 01, 2005 Jkt 205146 PO 00000 Frm 00197 Fmt 8010 Sfmt 8002 Y:\SGML\205146.XXX 205146



188 

40 CFR Ch. I (7–1–05 Edition) § 60.58a 

carbon dioxide measurements cor-
rected to an equivalent of 7 percent ox-
ygen. The relationship between oxygen 
and carbon dioxide levels for the af-
fected facility shall be established dur-
ing the initial compliance test. 

(e) The following procedures and test 
methods shall be used for determining 
compliance with the sulfur dioxide 
limit under § 60.54a: 

(1) Method 19, section 5.4, shall be 
used to determine the daily geometric 
average percent reduction in the poten-
tial sulfur dioxide emission rate. 

(2) Method 19, section 4.3, shall be 
used to determine the daily geometric 
average sulfur dioxide emission rate. 

(3) An owner or operator may request 
that compliance with the sulfur dioxide 
emissions limit be determined using 
carbon dioxide measurements cor-
rected to an equivalent of 7 percent ox-
ygen. The relationship between oxygen 
and carbon dioxide levels for the af-
fected facility shall be established dur-
ing the initial compliance test. 

(4) The owner or operator of an af-
fected facility shall conduct an initial 
compliance test for sulfur dioxide as 
required under § 60.8. Compliance with 
the sulfur dioxide emission limit and 
percent reduction is determined by 
using a CEMS to measure sulfur diox-
ide and calculating a 24-hour daily geo-
metric mean emission rate and daily 
geometric mean percent reduction 
using Method 19 sections 4.3 and 5.4, as 
applicable, except as provided under 
paragraph (e)(5) of this section. 

(5) For batch MWC’s or MWC units 
that do not operate continuously, com-
pliance shall be determined using a 
daily geometric mean of all hourly av-
erage values for the hours during the 
day that the affected facility is com-
busting MSW. 

(6) The owner or operator of an af-
fected facility shall install, calibrate, 
maintain, and operate a CEMS for 
measuring sulfur dioxide emissions dis-
charged to the atmosphere and record 
the output of the system. 

(7) Following the date of the initial 
compliance test or the date on which 
the initial compliance test is required 
to be completed under § 60.8, compli-
ance with the sulfur dioxide emission 
limit or percent reduction shall be de-
termined based on the geometric mean 

of the hourly arithmetic average emis-
sion rates during each 24-hour daily pe-
riod measured between 12:00 midnight 
and the following midnight using: 
CEMS inlet and outlet data, if compli-
ance is based on a percent reduction; or 
CEMS outlet data only if compliance is 
based on an emission limit. 

(8) At a minimum, valid CEMS data 
shall be obtained for 75 percent of the 
hours per day for 75 percent of the days 
per month the affected facility is oper-
ated and combusting MSW. 

(9) The 1-hour arithmetic averages 
required under paragraph (e)(7) of this 
section shall be expressed in parts per 
million (dry basis) and used to cal-
culate the 24-hour daily geometric 
mean emission rates. The 1-hour arith-
metic averages shall be calculated 
using the data points required under 
§ 60.13(e)(2). At least two data points 
shall be used to calculate each 1-hour 
arithmetic average. 

(10) All valid CEMS data shall be 
used in calculating emission rates and 
percent reductions even if the min-
imum CEMS data requirements of 
paragraph (e)(8) of this section are not 
met. 

(11) The procedures under § 60.1 3 
shall be followed for installation, eval-
uation, and operation of the CEMS. 

(12) The CEMS shall be operated ac-
cording to Performance Specifications 
1, 2, and 3 (appendix B of part 60). 

(13) Quarterly accuracy determina-
tions and daily calibration drift tests 
shall be performed in accordance with 
Procedure 1 (appendix F of part 60). 

(14) The span value of the CEMS at 
the inlet to the sulfur dioxide control 
device is 125 percent of the maximum 
estimated hourly potential sulfur diox-
ide emissions of the MWC unit, and the 
span value of the CEMS at the outlet of 
the sulfur dioxide control device is 50 
percent of the maximum estimated 
hourly potential sulfur dioxide emis-
sions of the MWC unit. 

(15) When sulfur dioxide emissions 
data are not obtained because of CEMS 
breakdowns, repairs, calibration 
checks and zero and span adjustments, 
emissions data shall be obtained by 
using other monitoring systems as ap-
proved by the Administrator or Method 
19 to provide as necessary valid emis-
sion data for a minimum of 75 percent 
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of the hours per day for 75 percent of 
the days per month the unit is oper-
ated and combusting MSW. 

(16) Not operating a sorbent injection 
system for the sole purpose of testing 
in order to demonstrate compliance 
with the percent reduction standards 
for MWC acid gases shall not be consid-
ered a physical change in the method of 
operation under 40 CFR 52.21, or under 
regulations approved pursuant to 40 
CFR 51.166 or 40 CFR 51.165 (a) and (b). 

(f) The following procedures and test 
methods shall be used for determining 
compliance with the hydrogen chloride 
limits under § 60.54a: 

(1) The percentage reduction in the 
potential hydrogen chloride emissions 
(%PHCl) is computed using the fol-
lowing formula: 

%P
E E

EHCl
i o

i

=
−( )

×100

where: 
E i is the potential hydrogen chloride emis-

sion rate. 
Eo is the hydrogen chloride emission rate 

measured at the outlet of the acid gas con-
trol device. 

(2) Method 26 or 26A shall be used for 
determining the hydrogen chloride 
emission rate. The minimum sampling 
time for Method 26 or 26A shall be 1 
hour. 

(3) An owner or operator may request 
that compliance with the hydrogen 
chloride emissions limit be determined 
using carbon dioxide measurements 
corrected to an equivalent of 7 percent 
oxygen. The relationship between oxy-
gen and carbon dioxide levels for the 
affected facility shall be established 
during the initial compliance test. 

(4) The owner or operator of an af-
fected facility shall conduct an initial 
compliance test for hydrogen chloride 
as required under § 60.8. 

(5) Following the date of the initial 
compliance test or the date on which 
the initial compliance test is required 
under § 60.8, the owner or operator of an 
affected facility located within a large 
MWC plant shall conduct a perform-
ance test for hydrogen chloride on an 
annual basis (no more than 12 calendar 
months following the previous compli-
ance test). 

(6) [Reserved] 

(7) Not operating a sorbent injection 
system for the sole purpose of testing 
in order to demonstrate compliance 
with the percent reduction standards 
for MWC acid gases shall not be consid-
ered a physical change in the method of 
operation under 40 CFR 52.21, or under 
regulations approved pursuant to 40 
CFR 51.166 or 40 CFR 51.165 (a) and (b). 

(g) The following procedures and test 
methods shall be used to determine 
compliance with the nitrogen oxides 
limit under § 60.55a: 

(1) Method 19, section 4.1, shall be 
used for determining the daily arith-
metic average nitrogen oxides emission 
rate. 

(2) An owner or operator may request 
that compliance with the nitrogen ox-
ides emissions limit be determined 
using carbon dioxide measurements 
corrected to an equivalent of 7 percent 
oxygen. The relationship between oxy-
gen and carbon dioxide levels for the 
affected facility shall be established 
during the initial compliance test. 

(3) The owner or operator of an af-
fected facility subject to the nitrogen 
oxides limit under § 60.55a shall conduct 
an initial compliance test for nitrogen 
oxides as required under § 60.8. Compli-
ance with the nitrogen oxides emission 
standard shall be determined by using 
a CEMS for measuring nitrogen oxides 
and calculating a 24-hour daily arith-
metic average emission rate using 
Method 19, section 4.1, except as speci-
fied under paragraph (g)(4) of this sec-
tion. 

(4) For batch MWC’s or MWC’s that 
do not operate continuously, compli-
ance shall be determined using a daily 
arithmetic average of all hourly aver-
age values for the hours during the day 
that the affected facility is combusting 
MSW. 

(5) The owner or operator of an af-
fected facility subject to the nitrogen 
oxides emissions limit under § 60.55a 
shall install, calibrate, maintain, and 
operate a CEMS for measuring nitro-
gen oxides discharged to the atmos-
phere and record the output of the sys-
tem. 

(6) Following the initial compliance 
test or the date on which the initial 
compliance test is required to be com-
pleted under § 60.8, compliance with the 
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emission limit for nitrogen oxides re-
quired under § 60.55a shall be deter-
mined based on the arithmetic average 
of the arithmetic average hourly emis-
sion rates during each 24-hour daily pe-
riod measured between 12:00 midnight 
and the following midnight using 
CEMS data. 

(7) At a minimum valid CEMS data 
shall be obtained for 75 percent of the 
hours per day for 75 percent of the days 
per month the affected facility is oper-
ated and combusting MSW. 

(8) The 1-hour arithmetic averages 
required by paragraph (g)(6) of this sec-
tion shall be expressed in parts per mil-
lion volume (dry basis) and used to cal-
culate the 24-hour daily arithmetic av-
erage emission rates. The 1-hour arith-
metic averages shall be calculated 
using the data points required under 
§ 60.13(b). At least two data points shall 
be used to calculate each 1-hour arith-
metic average. 

(9) All valid CEMS data must be used 
in calculating emission rates even if 
the minimum CEMS data requirements 
of paragraph (g)(7) of this section are 
not met. 

(10) The procedures under § 60.13 shall 
be followed for installation, evalua-
tion, and operation of the CEMS. 

(11) Quarterly accuracy determina-
tions and daily calibration drift tests 
shall be performed in accordance with 
Procedure 1 (appendix F of part 60). 

(12) When nitrogen oxides emissions 
data are not obtained because of CEMS 
breakdowns, repairs, calibration 
checks, and zero and span adjustments, 
emission data calculations to deter-
mine compliance shall be made using 
other monitoring systems as approved 
by the Administrator or Method 19 to 
provide as necessary valid emission 
data for a minimum of 75 percent of the 
hours per day for 75 percent of the days 
per month the unit is operated and 
combusting MSW. 

(h) The following procedures shall be 
used for determining compliance with 
the operating standards under § 60.56a: 

(1) Compliance with the carbon mon-
oxide emission limits in § 60.56a(a) shall 
be determined using a 4-hour block 
arithmetic average for all types of af-
fected facilities except mass burn ro-
tary waterwall MWC’s, RDF stokers, 

and spreader stoker/RDF mixed fuel- 
fired combustors. 

(2) For affected mass burn rotary 
waterwall MWC’s, RDF stokers, and 
spreader stoker/RDF mixed fuel-fired 
combustors, compliance with the car-
bon monoxide emission limits in 
§ 60.56a(a) shall be determined using a 
24-hour daily arithmetic average. 

(3) The owner or operator of an af-
fected facility shall install, calibrate, 
maintain, and operate a CEMS for 
measuring carbon monoxide at the 
combustor outlet and record the out-
put of the system. 

(4) The 4-hour and 24-hour daily 
arithmetic averages in paragraphs (h) 
(1) and (2) of this section shall be cal-
culated from 1-hour arithmetic aver-
ages expressed in parts per million by 
volume (dry basis). The 1-hour arith-
metic averages shall be calculated 
using the data points generated by the 
CEMS. At least two data points shall 
be used to calculate each 1-hour arith-
metic average. 

(5) An owner or operator may request 
that compliance with the carbon mon-
oxide emission limit be determined 
using carbon dioxide measurements 
corrected to an equivalent of 7 percent 
oxygen. The relationship between oxy-
gen and carbon dioxide levels for the 
affected facility shall be established 
during the initial compliance test. 

(6) The following procedures shall be 
used to determine compliance with 
load level requirements under 
§ 60.56a(b): 

(i) The owner or operator of an af-
fected facility with steam generation 
capability shall install, calibrate, 
maintain, and operate a steam flow 
meter or a feedwater flow meter; meas-
ure steam or feedwater flow in kilo-
grams per hour (pounds per hour) on a 
continuous basis; and record the out-
put of the monitor. Steam or feedwater 
flow shall be calculated in 4-hour block 
arithmetic averages. 

(ii) The method included in ‘‘Amer-
ican Society of Mechanical Engineers 
Power Test Codes: Test Code for Steam 
Generating Units, Power Test Code 
4.1—1964’’, Section 4 (incorporated by 
reference, see § 60.17) shall be used for 
calculating the steam (or feedwater 
flow) required under paragraph (h)(6)(i) 
of this section. The recommendations 

VerDate Aug<04>2004 11:37 Aug 01, 2005 Jkt 205146 PO 00000 Frm 00200 Fmt 8010 Sfmt 8002 Y:\SGML\205146.XXX 205146



191 

Environmental Protection Agency § 60.58a 

1 For example, if one batch requires 16 
hours, then 24/16, or 1.5 batches, could be 
combusted in a 24-hour period. 

of ‘‘American Society of Mechanical 
Engineers Interim Supplement 19.5 on 
Instruments and Apparatus: Applica-
tion, Part II of Fluid Meters, 6th edi-
tion (1971),’’ chapter 4 (incorporated by 
reference, see § 60.17) shall be followed 
for design, construction, installation, 
calibration, and use of nozzles and ori-
fices except as specified in (h)(6)(iii) of 
this section. 

(iii) Measurement devices such as 
flow nozzles and orifices are not re-
quired to be recalibrated after they are 
installed. 

(iv) All signal conversion elements 
associated with steam (or feedwater 
flow) measurements must be calibrated 
according to the manufacturer’s in-
structions before each dioxin/furan 
compliance and performance test, and 
at least once per year. 

(v) The owner or operator of an af-
fected facility without heat recovery 
shall: 

(A) [Reserved] 
(7) To determine compliance with the 

maximum particulate matter control 
device temperature requirements under 
§ 60.56a(c), the owner or operator of an 
affected facility shall install, calibrate, 
maintain, and operate a device for 
measuring temperature of the flue gas 
stream at the inlet to the final particu-
late matter control device on a contin-
uous basis and record the output of the 
device. Temperature shall be cal-
culated in 4-hour block arithmetic 
averages. 

(8) Maximum demonstrated MWC 
unit load shall be determined during 
the initial compliance test for dioxins/ 
furans and each subsequent perform-
ance test during which compliance 
with the dioxin/furan emission limit 
under § 60.53a is achieved. Maximum 
demonstrated MWC unit load shall be 
the maximum 4-hour arithmetic aver-
age load achieved during the most re-
cent test during which compliance with 
the dioxin/furan limit was achieved. 

(9) The maximum demonstrated par-
ticulate matter control device tem-
perature shall be determined during 
the initial compliance test for dioxins/ 
furans and each subsequent perform-
ance test during which compliance 
with the dioxin/furan emission limit 
under § 60.53a is achieved. Maximum 
demonstrated particulate matter con-

trol device temperature shall be the 
maximum 4-hour arithmetic average 
temperature achieved at the final par-
ticulate matter control device inlet 
during the most recent test during 
which compliance with the dioxin/furan 
limit was achieved. 

(10) At a minimum, valid CEMS data 
for carbon monoxide, steam or 
feedwater flow, and particulate matter 
control device inlet temperature shall 
be obtained 75 percent of the hours per 
day for 75 percent of the days per 
month the affected facility is operated 
and combusting MSW. 

(11) All valid data must be used in 
calculating the parameters specified 
under paragraph (h) of this section 
even if the minimum data require-
ments of paragraph (h)(10) of this sec-
tion are not met. 

(12) Quarterly accuracy determina-
tions and daily calibration drift tests 
for carbon monoxide CEMS shall be 
performed in accordance with Proce-
dure 1 (appendix F). 

(i) [Reserved] 
(j) The following procedures shall be 

used for calculating MWC unit capacity 
as defined under § 60.51a: 

(1) For MWC units capable of com-
busting MSW continuously for a 24- 
hour period, MWC unit capacity, in 
megagrams per day (tons per day) of 
MSW combusted, shall be calculated 
based on 24 hours of operation at the 
maximum design charging rate. The 
design heating values under paragraph 
(j)(4) of this section shall be used in 
calculating the design charging rate. 

(2) For batch MWC units, MWC unit 
capacity, in megagrams per day (tons 
per day) of MSW combusted, shall be 
calculated as the maximum design 
amount of MSW that can be charged 
per batch multiplied by the maximum 
number of batches that could be proc-
essed in a 24-hour period. The max-
imum number of batches that could be 
processed in a 24-hour period is cal-
culated as 24 hours divided by the de-
sign number of hours required to proc-
ess one batch of MSW, and may include 
fractional batches.1 The design heating 
values under paragraph (j)(4) of this 
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section shall be used in calculating the 
MWC unit capacity in megagrams per 
day (tons per day) of MSW. 

(3) [Reserved] 
(4) The MWC unit capacity shall be 

calculated using a design heating value 
of 10,500 kilojoules per kilogram (4,500 
British thermal units per pound) for all 
MSW. 

[56 FR 5507, Feb. 11, 1991, as amended at 60 
FR 65387, Dec. 19, 1995; 65 FR 61753, Oct. 17, 
2000] 

§ 60.59a Reporting and recordkeeping 
requirements. 

(a) The owner or operator of an af-
fected facility located at an MWC plant 
with a capacity greater than 225 
megagrams per day (250 tons per day) 
shall provide notification of intent to 
construct and of planned initial start- 
up date and the type(s) of fuels that 
they plan to combust in the affected fa-
cility. The MWC unit capacity and 
MWC plant capacity and supporting ca-
pacity calculations shall be provided at 
the time of the notification of con-
struction. 

(b) The owner or operator of an af-
fected facility located within a small 
or large MWC plant and subject to the 
standards under § 60.52a, § 60.53a, 
§ 60.54a, § 60.55a, § 60.56a, or § 60.57a shall 
maintain records of the following in-
formation for each affected facility for 
a period of at least 2 years: 

(1) Calendar date. 
(2) The emission rates and param-

eters measured using CEMS as speci-
fied under (b)(2) (i) and (ii) of this sec-
tion: 

(i) The following measurements shall 
be recorded in computer-readable for-
mat and on paper: 

(A) All 6-minute average opacity lev-
els required under § 60.58a(b). 

(B) All 1 hour average sulfur dioxide 
emission rates at the inlet and outlet 
of the acid gas control device if compli-
ance is based on a percent reduction, or 
at the outlet only if compliance is 
based on the outlet emission limit, as 
specified under § 60.58a(e). 

(C) All 1-hour average nitrogen ox-
ides emission rates as specified under 
§ 60.58a(g). 

(D) All 1-hour average carbon mon-
oxide emission rates, MWC unit load 
measurements, and particulate matter 

control device inlet temperatures as 
specified under § 60.58a(h). 

(ii) The following average rates shall 
be computed and recorded: 

(A) All 24-hour daily geometric aver-
age percent reductions in sulfur dioxide 
emissions and all 24-hour daily geo-
metric average sulfur dioxide emission 
rates as specified under § 60.58a(e). 

(B) All 24-hour daily arithmetic aver-
age nitrogen oxides emission rates as 
specified under § 60.58a(g). 

(C) All 4-hour block or 24-hour daily 
arithmetic average carbon monoxide 
emission rates, as applicable, as speci-
fied under § 60.58a(h). 

(D) All 4-hour block arithmetic aver-
age MWC unit load levels and particu-
late matter control device inlet tem-
peratures as specified under § 60.58a(h). 

(3) Identification of the operating 
days when any of the average emission 
rates, percent reductions, or operating 
parameters specified under paragraph 
(b)(2)(ii) of this section or the opacity 
level exceeded the applicable limits, 
with reasons for such exceedances as 
well as a description of corrective ac-
tions taken. 

(4) Identification of operating days 
for which the minimum number of 
hours of sulfur dioxide or nitrogen ox-
ides emissions or operational data (car-
bon monoxide emissions, unit load, 
particulate matter control device tem-
perature) have not been obtained, in-
cluding reasons for not obtaining suffi-
cient data and a description of correc-
tive actions taken. 

(5) Identification of the times when 
sulfur dioxide or nitrogen oxides emis-
sion or operational data (carbon mon-
oxide emissions, unit load, particulate 
matter control device temperature) 
have been excluded from the calcula-
tion of average emission rates or pa-
rameters and the reasons for excluding 
data. 

(6) The results of daily sulfur dioxide, 
nitrogen oxides, and carbon monoxide 
CEMS drift tests and accuracy assess-
ments as required under appendix F, 
Procedure 1. 

(7) The results of all annual perform-
ance tests conducted to determine 
compliance with the particulate mat-
ter, dioxin/furan and hydrogen chloride 
limits. For all annual dioxin/furan 
tests, the maximum demonstrated 
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